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Product Name:  T-A-P TRIPLE ACTION PENETRANT 

Product Number:  MARC 114 
 

Description: MARC T-A-P represents the latest breakthrough in penetrating 
lubricant technology. By combining rapid freezing action with an advanced, rust- 
eating formula and advanced penetrant, seized or rusted parts are easily released. 
Sprayed areas shrink and create openings to allow the lubricant to penetrate and 
open up the toughest bonds. MARC T-A-P utilizes a 360° spray value for application 
from any direction. 
 

 • Advanced Formula Penetrating Lubricant 
 • Freezing Action Breaks Open Rust Barriers 
 • Rust-Eating Technology Dissolves Rust 
   • Non-Conductive to 33,000 Volts 
 • Ultra-Low VOC Content 
 • Contains No Chlorinated Solvents 
 • Contains No Ozone Depleters 
 

Product Specifications: 
Net Weight per Can:  9 ounces 
General Appearance:  Clear 
Color:  Colorless 
Fragrance/Odor:  Solvent 
Evaporation Rate (Water = 1):  1.6 
Solubility in Water:  <1% 
Flash Point:  >60°F 
pH:  N/A 
Specific Gravity (concentrate only):  0.92 
Spray Pattern:  360° valve 
Dielectric Strength:  33,000 volts 
Shelf Life:  Minimum 1 year 
%VOC (by weight):  4.7% 
Meets Current VOC Guidelines:  Yes 
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