
PENETRATING RED GREASE
A cured lubricant that withstands heat to 350°F, moisture, acids, high pressure and is highly 
rust resistant. This VOC compliant formula provides superior lubrication while forming a 
thick, long-lasting film to prevent future corrosion. A high pressure additive reduces wear and 
prolongs operational life of all machinery. Temperatures above 350°F may require periodic 
reapplication. Use on chains, winches, conveyors, gears, cables, tools, hinges, bushings, 
pins, levers and rollers.

DIRECTIONS:
READ ENTIRE LABEL BEFORE USING

SHAKE WELL BEFORE USING
Remove protective cap. Point opening in spray tip towards area to be sprayed. For hard to 
reach areas insert red extender tube in hole in tip. Apply a light coat by spraying in quick, 
short bursts. Work part to distribute product evenly over entire surface. Spray as necessary 
to insure full coverage.

DANGER: 
Extremely flammable aerosol. Contains gas under pressure; may explode if heated. Causes 
skin irritation. May cause drowsiness or dizziness. May be fatal if swallowed and enters 
airways. Keep away from heat, sparks, open flames, and hot surfaces. -No smoking. Do not 
spray on an open flame or other ignition source. Pressurized container: Do not pierce or burn, 
even after use. Protect from sunlight. Do not expose to temperatures exceeding 50°C/122°F. 
Store in a well-ventilated place. Wash hands thoroughly after handling. Wear protective 
gloves. If on skin: Wash with plenty of water. If skin irritation occurs: Get medical advice or 
attention. Take off contaminated clothing and wash it before reuse. Use only outdoors or in 
a well-ventilated area. Avoid breathing fumes, vapors and sprays. If inhaled: Remove person 
to fresh air and keep comfortable for breathing. Call a poison center or doctor if you feel 
unwell. If swallowed: Immediately call a poison center or doctor. Do NOT induce vomiting. 
Dispose of contents and container in accordance with local, state, and federal regulations.

PELIGRO: 
Aerosol extremadamente inflamable. Contiene gas bajo presión; puede explotar si se cali-
enta. Provoca irritación de la piel. Puede causar somnolencia o mareos. Puede ser mortal 
si se ingiere y penetra en las vías respiratorias. Mantener alejado del calor, chispas, llamas 
abiertas y superficies calientes. -No Fumar. No rocíe sobre una llama abierta u otra fuente de 
ignición. Envase a presión: No perforar ni quemar, incluso después de su uso. Proteger de 
la luz solar. No exponer a temperaturas superiores a 50°C/122°F. Almacenar en un lugar bien 
ventilado. Lávese bien las manos después de la manipulación. Utilice guantes protectores. 
En caso de contacto con la piel: Lavar con abundante agua. Si se produce irritación de la 
piel: busque atención o asesoramiento médico. Quítese la ropa contaminada y lávela antes 
de volver a usarla. Úselo únicamente al aire libre o en un área bien ventilada. Evite respirar 
humos, vapores y aerosoles. Si se inhala: Lleve a la persona al aire libre y manténgala 
cómoda para respirar. Llame a un centro de intoxicaciones o a un médico si no se siente 
bien. Si se ingiere: Llame inmediatamente a un centro de intoxicaciones o a un médico. NO 
induzca el vómito. Deseche el contenido y el contenedor de acuerdo con las regulaciones 
locales, estatales y federales.

CONTAINS (CAS#): Heptane (142-82-5), Mineral oil (Mixture), Propane (74-98-6), Butane 
(106-97-8), trans-1,2- Dichloroethylene (156-60-5).

For more ingredient information visit www.marc1.com

KEEP OUT OF REACH OF CHILDREN
For further information consult Safety Data Sheet
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DANGER/PELIGRO
EXTREMELY FLAMMABLE AEROSOL. CONTAINS 

GAS UNDER PRESSURE; MAY EXPLODE IF HEATED. 
AEROSOL EXTREMADAMENTE INFLAMABLE. CONTIENE 

GAS A PRESIÓN; PUEDE EXPLOTAR SI SE CALIENTA.

NET WT. 14 OZ. (397 Grams)HMIS RATING:
HEALTH	 3
FLAMMABILITY	 4
REACTIVITY	 0
PERSONAL	 B

Scan for SDS/
Product Info.

Provides Superior LubricationProvides Superior Lubrication
Waterproof & Prevents CorrosionWaterproof & Prevents Corrosion
0°F - 350°F Temperature Range0°F - 350°F Temperature Range

Forms A Thick, Long-Lasting FilmForms A Thick, Long-Lasting Film
Red Color Provides Easy Visual InspectionRed Color Provides Easy Visual Inspection

Accepts High PressureAccepts High Pressure
Prevents Rust - Extends Life of EquipmentPrevents Rust - Extends Life of Equipment

VOC CompliantVOC Compliant


