
NO Chlorinated Solvents (NO 1, 1, 1-Trichloroethane)
(NO Perchloroethylene) (NO Methylene Chloride)

PENETRATES through rust and scale to loosen parts which have been frozen by corrosion.
LUBRICATES parts to ensure free and easy movement.
DEMOISTURIZES and creates a waterproof film that dries out electrical equipment, 
inhibits corrosion and prevents electrical discharge. Electronic Cleaners do not contain 
more than 75% VOC.
PROTECTS and creates a non-drying film that seals parts against atmospheric and 
mild chemical corrosion.

DIRECTIONS: 
TO REMOVE CORROSION: Spray liberally directly on to dirt and scale. Allow to penetrate. 
Remover loosened scale, then reapply to leave an anticorrosive coating.
TO DISPLACE MOISTURE: Spray electrical equipment until thoroughly saturated. Allow 
to penetrate before attempting to restart, then re-apply to protect surface.
TO LOOSEN FROZEN NUTS AND BOLTS: Apply liberally to frozen nuts and bolts, hinges 
and sliding and rotating parts. Allow to penetrate into threads. Work parts back and 
forth, then re-apply to leave a never-dry, protective lubricating film.

MOISTURE BARRIER 
DANGER: Contains gas under pressure; May explode if heated. May 
be fatal if swallowed and enters airways. Suspected of damaging 
fertility or the unborn child. Keep away from heat, sparks, open 
flames, and hot surfaces. -No smoking. Pressurized container: Do not pierce or burn, 
even after use. Protect from sunlight. Do not expose to temperatures exceeding 
50°C/122°F. Store in a well-ventilated place. Obtain special instruction before use. 
Do not handle until all precautions have been read and understood. Wear protective 
gloves, clothing and eye protection. If exposed or cornered: Get medical attention. 
If swallowed: Immediately call a poison center or doctor. Do NOT induce vomiting. 
Dispose of contents and container in accordance with
local, state, and national regulations.

WARNING: Cancer and Reproductive Harm – www.P65Warnings.ca.gov

Contains (CAS#): Mineral oil (8042-47-5), Carbon dioxide (124-38-9), Alkyl ether (Pro-
prietary), Octamethylcyclotetrasiloxane (556-67-2), Petroleum naphtha (Proprietary). 

KEEP OUT OF REACH OF CHILDREN
For further information consult Safety Data Sheet
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DANGER
CONTAINS GAS UNDER PRESSURE; 

MAY EXPLODE IF HEATED.
See Back Panel For Additional Information

NET WT. 10 OZ. (290 Grams) M-163

HEALTH	 *2
FLAMMABILITY	 1
REACTIVITY	 0
PERSONAL	 A

HMIS RATING:

Made in the
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PENETRATING LUBRICANT
DEMOISTURANT

PREVENTS RUST and CORROSION
DIELECTRIC STRENGTH 39,000 VOLTS

MID-AMERICAN RESEARCH CHEMICAL CORP.
P.O. BOX 927 • COLUMBUS, NE  68602-0927

800-228-8508
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Scan for SDS/
Product Info.


