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Product Name:  PRO-FLEX ─ BLACK 

Product Number:  MARC 165 

DESCRIPTION: MARC 165 Pro-Flex – Black is a heavy duty black rubberized undercoating which offers 
durable surface protection without the mess or odor of asphalt-based products. The fast-drying 
formula leaves a flexible, smooth, uniform layer that will not crack, chip, flake, or peel off. The special 
formula seals out moisture and salt to prevent rust and corrosion and is paintable in one hour. The 
built-in sound-deadening properties make it ideal for reducing road noise and vibrations in wheel 
wells, underbodies, rocker panels, and more. 

 
Areas of Use: Vehicle Undercarriages, Hoods, Wheel Wells, Rocker Panels, Trunk Interiors, Truck 
Beds, Fender Liners, Door Skins and Inner Panels, Weld Joints, RV and Trailer Undersides, Agricultural 
& Industrial Equipment, Marine Trailers, Flashing, Gutters, Cracks in Concrete or Asphalt, Roof 
Patches, Planters, Tree Wounds. 
 

Features & Benefits: Flexible Rubber Coating Does Not Lose Flexibility, Prevents Rust and Corrosion, 

True Black Color, Paintable, Deadens Sound, Protects Against UV Light, Resists Temperature 

Extremes, Impervious to Water, Abrasion-Resistant 

Properties: 

Form:    Aerosol 

Color:   Black 

Odor:   Solvent 

Specific Gravity:   1.26 

Weight per Gallon:   10.5 pounds 
VOC Content:  37.61% 
Solubility in Water:   None 
Volatile by Volume:   52.6% 
Phosphates:    None 
Propellant:   Hydrocarbon 
Evaporation Rate:  Fast 
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