
 

TECHNICAL DATA SHEET 
 

Product Name: PATROL DRY MOLY LUBRICANT – Methylene Chloride-Free 
 

Product Number:  MARC 167 
 

Product Description: Patrol is a superior, long lasting, extreme condition, dry film lubricant with superior 
performance.  It withstands high temperatures and extreme pressures, while providing a dry film lube 
especially suited for use in dirty or dusty atmospheres.  Patrol forms a strong bond to metal to provide long-
term lubrication and protection.  It is inert to water, oil, alkalis and acids.   It contains no methylene chloride, 
grease or oil. 
 

FOR USE ON: 
• Oil and Ore Drills • Engines • Motors • Bearings • Gears • Turbines • Lathes • 
• Compressors • Pump Assemblies • Boilers • Conveyors • Gear and Chains • 

• Sprockets • Construction Equipment • Pipe Threads • Road Equipment • 
 

FOR USE BY: 
• Refineries • Shipyards/Marine • Foundries • Industrial Plants • Factories • Foundries • 

• Construction Companies • Steel Mills • Chemical Plants • Machine Shops • 
• Mining Operations • Automotive Operations • Manufacturing Plants • 

 

FEATURES: 
• Contains Molybdenum and Graphite 
• Adheres to Metals, Rubber, Glass, and Most Plastics 
• Forms a Strong Bond to Metals – Will Not Wipe Off Easily 
• Retards Rust 
• Resists Water Wash-out, Oil, Alkalis and Most Acids 
• Resists Temperatures from -40°F to +662°F 
• Resists High Pressures Up to 250,000 psi 
• Resists Dust and Abrasive Particles 
• Non-Chlorinated 
• Will Not Carbonize 
• Works as a Release Agent 
• Works as an Anti-Seize Agent 

 
SPECIFICATIONS:      

Weight Per Gallon:    6.9 pounds 
Specific Gravity:    0.83 
Appearance:     Black liquid 
Odor:      Mild solvent  
Storage Stability:    Excellent 
Evaporation Rate:    Fast 
Viscosity:     Thin 
Drying Time:     1 to 3 minutes 
Time to Expose to Water:   30 minutes 
 

R0625 
MID-AMERICAN RESEARCH CHEMICAL CORP. 

P. O. Box 927 • Columbus, NE 68602-0927 • Phone 402-564-7104 • Fax 402-563-1290 • Email:  marc1@marc1.com • www.marc1.com 


